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CARATTERISTICHE:

Macchina a colonna elettronica con servo motore 
integrato nella testa di cucitura, ad 1 ago, trasporto 
a griffa rotante, piedino rotella sincronizzato 
con il movimento dell’ago per mezzo di motori 
passo. Dispositivo rasafilo, affrancatura elettrica e 
sollevamento del piedino elettrico. Crochet grande con 
spolina maggiorata.

CAMPO D’IMPIEGO:

La Camarb N31-ALL-IN-ONE-E-CG viene impiegata nei 
lavori di cucitura nella produzione di calzature uomo /
donna, (classiche-sportive-sicurezza) e di pelletteria.
Ideale sia per materiali leggeri e pesanti. Il 
funzionamento continuativo del trasporto della griffa 
rotante e del piedino a rotella sincronizzati facilitano 
notevolmente la guida del materiale. Il dispositivo 
rasafilo, l’affrancatura e l’azapiedino rendono più 
efficiente il lavoro.

DATI TECNICI:

• Velocità cucitura max: 2800 punti/min. (mod A-b)

• Velocità cucitura max: 2400 punti/min (mod C)

• Lunghezza punto max: 4.0 mm

• Tipo di punto: 301

• Alzata piedino: 7 mm

• Sistema ago: 134-LR

• Voltaggio: 230 V 50/60 Hz

• Peso: 100 Kg

• Dimensioni imballo: 105x55x127 cm

FEATURES:

Post-bed sewing machine with servo-drive integrated 
in the sewing head, single needle, rotary feed dog, 
synchronized needle and presser foot by means of 
stepper motors. Thread trimmer, electric backtracking
and electric presser foot lift. Large hook with enlarged 
bobbin.

APPLICATION AREA:

The Camarb N31-ALL-IN-ONE-E-CG is used for most of 
sewing works in men / women shoes (classic-sports-
safety) and leather goods production. The continuous 
work of synchronized feed dog and presser foot 
feeding , make the material scrolling considerably 
easier. The thread trimmer, the backtracking and
The presser foot lifter make the working progress more 
efficient. Ideal for both light and heavy materials.

TECHNICAL DATA:

• Max sewing speed: 2800 stitches/min. (mod. A-B)

• Max sewing speed: 2400 stitches/min. (mod C)

• Max. stitch length: 4.0 mm

• Kind of stitch. : 301

• Lifting presser foot: 7 mm

• Needle system: 134-LR

• Voltage: 230 V 50/60 Hz

• Weight: 100 Kg

• Packaging size: 105x55x127 cm      
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